VW CADDY 2016 >>
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SIDELOAD DOORS

CAUTION
Double-check to make sure that you have the right kit for the van you are
working on BEFORE proceeding with your installation. If you are in any
doubt, please ring 0845 838 0700.
Read ALL instruction pages before starting!

Rev-1 Sep 2021

APHL38

Not suitable for a glazed door!

FITTING LOCKCASE
Fig.1

33mm

Fig.2

3 3 mm

33mm

Protect paintwork by
Applying Masking Tape

16

Fig.3

107mm

SPACER
Fig.4

Fit this spacer
between door-skin
and Lockcase

DOUBLE SKIN
below this point!

Measurement taken
from centre of
Latch Screw

Lockcase Aperture
Dimensions

Nearside shown, mirror for offside door!

NOTE: Treat all cut edges with rust-inhibitor!

Armaplate UK Ltd have taken great care to ensure the accuracy of all the information contained within these data sheets and guides, but we
accept no responsibility for any errors in text, drawings or other sources of information relating to the installation of our products. It is the responsibility
of the person carrying out the installation to make sure that he/she has all the necessary equipment, tools, dimensions, instructions and knowledge
before beginning the work. Under no circumstances should the ﬁtter make any alterations or drill holes in the vehicle’s bodywork without being
completely sure that the security product supplied is the correct one for the Make, Model, Year, Conﬁguration of the van, noting that some products
for example will not ﬁt a van if glass windows are present. It is HIGHLY RECOMMENDED that our security products are installed by Armaplate
approved ﬁtters who have had speciﬁc training in the correct methods. More information available on our website www.armaplate.com TM
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SIDELOAD DOORS

CAUTION
Double-check to make sure that you have the right kit for the van you are
working on BEFORE proceeding with your installation. If you are in any
doubt, please ring 0845 838 0700.

Not suitable for a glazed door!
CYLINDER POSITION

Rev-1 Sep 2021

APHL38

Fig.5

FITTING RECEIVER BRACKET

Fig.6

Nearside shown, mirror for offside door!

NOTE: Treat all cut edges with rust-inhibitor!

Armaplate UK Ltd have taken great care to ensure the accuracy of all the information contained within these data sheets and guides, but we
accept no responsibility for any errors in text, drawings or other sources of information relating to the installation of our products. It is the responsibility
of the person carrying out the installation to make sure that he/she has all the necessary equipment, tools, dimensions, instructions and knowledge
before beginning the work. Under no circumstances should the ﬁtter make any alterations or drill holes in the vehicle’s bodywork without being
completely sure that the security product supplied is the correct one for the Make, Model, Year, Conﬁguration of the van, noting that some products
for example will not ﬁt a van if glass windows are present. It is HIGHLY RECOMMENDED that our security products are installed by Armaplate
approved ﬁtters who have had speciﬁc training in the correct methods. More information available on our website www.armaplate.com TM
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REAR BARN DOOR (Mid-pos) Rev-1 Sep 2021

CAUTION
Double-check to make sure that you have the right kit for the van you are
working on BEFORE proceeding with your installation. If you are in any
doubt, please ring 0845 838 0700.
Read ALL instruction pages before starting!

APHL39

This kit WILL ﬁt a glazed door!

FITTING LOCKCASE
16

18mm

107mm

Fig.1

28mm
Lockcase Aperture
Dimensions

SPACER

Fig.3

547 mm

Fig.2

PLAN VIEW
Use a Set-Square ﬂat against the INSIDE of the door
to measure and mark out the aperture
for the LockCase

Fit this spacer
between door-skin
and Lockcase

NOTE: Treat all cut edges with rust-inhibitor!

Armaplate UK Ltd have taken great care to ensure the accuracy of all the information contained within these data sheets and guides, but we
accept no responsibility for any errors in text, drawings or other sources of information relating to the installation of our products. It is the responsibility
of the person carrying out the installation to make sure that he/she has all the necessary equipment, tools, dimensions, instructions and knowledge
before beginning the work. Under no circumstances should the ﬁtter make any alterations or drill holes in the vehicle’s bodywork without being
completely sure that the security product supplied is the correct one for the Make, Model, Year, Conﬁguration of the van, noting that some products
for example will not ﬁt a van if glass windows are present. It is HIGHLY RECOMMENDED that our security products are installed by Armaplate
approved ﬁtters who have had speciﬁc training in the correct methods. More information available on our website www.armaplate.com TM
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REAR BARN DOOR (Mid-pos) Rev-1 Sep 2021

CAUTION
Double-check to make sure that you have the right kit for the van you are
working on BEFORE proceeding with your installation. If you are in any
doubt, please ring 0845 838 0700.
Read ALL instruction pages before starting!

APHL39

This kit WILL ﬁt a glazed door!

CYLINDER POSITION

41
Fig.4

STARTING POINT

FITTING RECEIVER BRACKET
DO NOT secure the LockCase until the Receiver Bracket
clearance has been checked!

Fig.5

Clearance can be checked from inside the van. Hold the
bracket in place with Masking Tape and adjust the LockCase
aperture hole if more clearance is required.
Position the inside of the HOOK over the return of the
Receiver Bracket and mark the position
When you’re completely happy that the lock operates
perfectly, drill and secure the bracket with supplied 5mm
dome rivets.
Fix the LockCase in position with supplied 5mm CSK rivets.
Finally, ﬁt the steel escutcheon plate with supplied rivets.

NOTE: Treat all cut edges with rust-inhibitor!

Armaplate UK Ltd have taken great care to ensure the accuracy of all the information contained within these data sheets and guides, but we
accept no responsibility for any errors in text, drawings or other sources of information relating to the installation of our products. It is the responsibility
of the person carrying out the installation to make sure that he/she has all the necessary equipment, tools, dimensions, instructions and knowledge
before beginning the work. Under no circumstances should the ﬁtter make any alterations or drill holes in the vehicle’s bodywork without being
completely sure that the security product supplied is the correct one for the Make, Model, Year, Conﬁguration of the van, noting that some products
for example will not ﬁt a van if glass windows are present. It is HIGHLY RECOMMENDED that our security products are installed by Armaplate
approved ﬁtters who have had speciﬁc training in the correct methods. More information available on our website www.armaplate.com TM

107mm

How do I cut out the
LockCase Aperture?

NOTE: Treat all cut edges with rust-inhibitor!

